








Accessories
The right equipment for every application

Housings for Dx transmitter units
 

Power supply for Dx transmitter units

Ring stator for inductive supply

Dx half-shell housing with integrated  
power supply (battery or secondary  
coil for inductive supply)

Dx housing with integrated battery,  
attaches to the wheel with a Peiseler plate

Dx half-shell housing in XXL for shaft 
diameters up to 1200 mm, with  
integrated inductive power supply

Dx housing with breakout cable, universal 
mounting options, splash-proof

Dx fixed stator for inductive power supply 
with secondary-side power conditioning

Dx housing with integrated special battery 
pack

www.caemax.de



Dx receiver antennas
 

Additional accessories, options & service

Dx test panel for quick configuration and 
testing without having to solder 

Dx satellite antennas with outsourced 
receiving unit

Dx flat antenna with universal mounting 
option, cable length 5m

Dx mirror antenna for unobtrusive  
placement during road tests

Mounting frame for  Dx receiver

Strain gauge applications & calibration, 
e.g., according to VDI/VDE 2646

Data logger function: storing measure-
ment values on the integrated SD card

Facts & Features // 11

Fa
ct

s 
&

 F
ea

tu
re

s



C
A

E
M

A
X

 D
x 

te
le

m
et

ry
_2

0
1

6
-V

1
__

en
g

 /
/ 

E
rr

o
rs

 a
n

d
 c

h
an

g
es

 e
xc

ep
te

d
. 

A
ll 

re
g

is
te

re
d

 t
ra

d
em

ar
ks

 a
re

 t
h

e 
p

ro
p

er
ty

 o
f 

th
e 

re
sp

ec
ti

ve
 c

o
m

p
an

ie
s.

imc Meßsysteme GmbH
Voltastraße 5
13355 Berlin 
Germany

Tel.: +49 (0)30 - 46 70 90 26
Fax: +49 (0)30 - 463 15 76
hotline@imc-berlin.de
www.imc-berlin.com

CAEMAX Technologie GmbH
Bunzlauer Platz 1
80992 München 
Germany

Tel.: +49 (0)89 613049-0
Fax: +49 (0)89 613049-57
info@caemax.de
www.caemax.de


